EXISTING OR PROPOSED
SIDEWALK WILL NOT
OVERLAP METER BOX

ADJUSTABLE
CAST IRON
VALVE BOX.
SEE DETAIL
5115—7-5M

3" MIN. (OR MAX REQUIRED TO :
KEEP MIN. 2% POSITIVE SLOPE 99525

( _e ® ° e Y

WITH CITY APPROVAL)

18”7 GRAVEL

TRENCH PER CITY DETAIL 5105—S&L—SM

H
MAINTAIN A MIN.
2% POSITIVE SLOPE ————=

\ TO AIR RELEASE VALVE
H

2 INCH TAP MATERIAL LIST
LABEL ITEM

A APPROVED TAPPING SADDLE /SLEEVE. 2"

B GALVANIZED NIPPLE — THREADED 3"—4" 2"

. TAPPING VALVE (RESILIENT WEDGE GATE, IRON BODY o
FEMALE /FEMALE)

D GALVANIZED 90" BEND FULLY RESTRAINED—THREADED 27

. TAPPING VALVE (RESILIENT WEDGE GATE, IRON BODY )
FEMALE /FEMALE) WITH VALVE BOX 2

F GALVANIZED NIPPLE—THREADED BY THREADED 2”

c RESTRAINT DRESSING COUPLING — MAXI-GRIP OR o
APPROVED EQUIVALENT

H PVC PIPE SCH. 80 FULLY RESTRAINED 2"

‘ DUCTILE IRON 90° BEND HARCO—KNUCKLE JOINT o
RESTRAINT OR APPROVED EQUIVALENT

J BRASS NIPPLE 2”

« FORD METER BOX CO. INC. BLOW—OFF BALL VALVES ,
(BLA18—777—TA—NL) OR APPROVED EQUIVALENT. 2
APPROVED AIR RELEASE VALVE PER SPL

M METER BOX PER SPL

* NOTE SERVICE SADDLES SHALL BE WRAPPED COMPLETELY WITH 8 MIL. POLYETHYLENE FILM.
** ONLY REQUIRED ON TAPS ON EXISTING WATER MAINS.
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